
LED Full Cutoff Wall Packs

Highly efficient LED wall packs offer 
maximum downlight output for general-
purpose area and security lighting. Ideal 
replacement for up to 400 W HID fixtures. 
Cast aluminum hinged housing. Surge 
protector. Instant on. 0-10V dimmable.

DIMENSIONS:

SPECIFICATIONS

VOLTAGE: 120V to 277V
COLOR TEMPERATURE: 5000K or 4000K
LENS: Prismatic UV-stabilized acrylic sealed lens
CONDUIT ENTRY POINTS: Three 1/2" threaded on three 
sides, plus J-box knockouts on wall side. 
FINISH: Dark bronze. Custom powder coated colors 
available.
AGENCY LISTINGS: UL listed for wet locations
WARRANTY: Five years

Model 490620 490621 490623 490625 490627

Description LED-WP-27W-
5000K

LED-WP-45W-
5000K

LED-WP-70W-
5000K

LED-WP-90W-
5000K

LED-WP-135W-
5000K

Wattage 27W 45W 70W 90W 135W

Lumens 3,950 4,900 7,500 9,800 14,600

Efficacy 146lm/W 108 lm/W 107 lm/W 108 lm/W 108 lm/W

CRI 80 80 80 80 80

HID Equivalent 100W 100W 175W 250W 400W
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SPECIFICATION SHEET
Type:	 _____________________________

Model:	 _____________________________ 

HQ: 10505 NW 112 Ave, Suite 18 | Miami, FL 33178 | Plant: 1430 Gould Blvd., Suite 3 | La Vergne, TN 37086 | 888.DAUER.LED DauerManufacturing.com


