
MINI FLOOD SHROUNDS 2” AND 4”

SPECIFICATIONS

HOUSING: 
Stamped aluminum.

FINISH:       
Dark bronze powdercoat. Custom powder 
coated colors available.

MOUNTING OPTIONS: 
Can be attached to the 12V and 120V
mini flood models.

WARRANTY: 
Five years.

DIMENSIONS:

SPECIFICATION SHEET
Type: _____________________________

Model: _____________________________ 

8.5”
203.2 mm

8.5”
203.2 mm

5”
127 mm

5.125”
130.175 mm

5.125”
130.175 mm

5”
127 mm

5.25”
133.35 mm

3.75”
95.25 mm

3.75”
95.25 mm

2.875”
73.025 mm

4.5”
114.3 mm

3.25”
82.55 mm

2”
50.8 mm

3.9375”
100 mm

3.9375”
100 mm

3.5625”
90.4875 mm

2”
50.8 mm

1.75”
44.45 mm

Model 490667 490672 490676 490698 490699 490700

Description
2” Small Mini 
Flood Shroud

2” Medium Mini 
Flood Shroud

2” Large Mini 
Flood Shroud

4” Small Mini 
Flood Shroud

4” Medium Mini 
Flood Shroud

4” Large Mini 
Flood Shroud

Fits 12V Models 4, 7 and 12W 20W 40W 4, 7 and 12W 20W 40W 

Fits 120V Models 15W 30W 45W 15W 30W 45W

490667 2” Small Shroud

490698 4” Small Shroud

490672 2” Medium Shroud

490699 4” Medium Shroud

490676 2” Large Shroud 

490700 4” Large Shroud
4” shroud.

With optional 2” shroud.
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