
DIMENSIONS:

CATALINA Integrated  
LED Step Light
ORDERING CODE:
489929-2700K
489929-3000K  
SPECIFICATIONS
FACEPLATE: 
Stamped brass. 6-inch-wide. Louvered faceplate. 
FINISH: 
Weathered brass. Custom powder coated colors available.
INTEGRATED LED: 
Frosted panel. 4W. 10 to 16VAC.   
2700K or 3000K color temperature. 
2700K | 23lm | 5.66 VA  
3000K | 18lm | 5.79 VA
MOUNTING: 
No housing required. Mounts directly to a surface.
WIRING: 
Pre-wired with a 5’ pigtail of 18/2 cable.
WATERPROOF RATING: 
IP65.
WARRANTY: 
Ten years.

Type: _____________________________

Model: _____________________________

Project:  _____________________________SPECIFICATION SHEET

MODEL: 489929 “Catalina” Integrated LED Panel Louvered Step Light Fixture
SPECIFICATIONS

HOUSING: 

faceplate.
VOLTAGE: 10 – 16 VAC
WATTAGE: 4.5 W
LUMENS: 380 lm
COLOR TEMPERATURE: 3000K warm
WIRING: 
Prewired with a short pigtail of 18/2 cable.
WATERPROOF RATING: IP65 
WARRANTY: 
Five years.

The Catalina six-inch-wide recessed step light is crafted from durable 
brass. Can be mounted on a new or existing box (available from Dauer) or 
directly to a surface.
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SPECIFICATION SHEET
Type: _____________________________

Model: _____________________________ 
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