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Report No.: Test Time: 2014-04-15 14:31

Luminaire Property

Luminaire Description: LED-MR16-4XBD-27K-60DVoltage: 12.1 V
Current: 0.513 A Power: 4.30 W
Power Factor: 0.686

Photometric Results

CIE Class: Direct Total Rated Lamp Lumens: 302.4 lm
Measurement Flux: 302.4 lm Efficiency: 100%
Downward Ratio: 100% Upward Ratio: 0%
Horizontal Diffuse Angle(10%,25%,50%,75%): H72.6,H53.9,H36.8,H22.9
Vertical Diffuse Angle(10%,25%,50%,75%): V72.3,V53.9,V37.1,V23
Luminaire Efficacy Rating (LER): 70 Central Intensity: 554.16 cd
Max. Intensity: 560.56 cd Pos of Max. Intensity: H0 V1

Picture Of Luminaire Luminous Intensity Distribution Curve
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Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Isocandela (rectangle)
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Imax (100%): 561 cd

( 10%):    56 cd ( 16%):    90 cd
( 25%):   140 cd ( 40%):   224 cd
( 63%):   353 cd (100%):   561 cd

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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IsoLux Plot
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Mounting Height:  4m   Max Lux(100%): 35 lx
( 10%):     4 lx ( 30%):    11 lx
( 50%):    18 lx ( 70%):    25 lx
( 90%):    32 lx

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 



Page 4 of 9 Pages

Illuminance at a Distance

Distance(m) E (lx) Dh(m) Dv(m)

9.0 6.84 5.99 6.03

0.5 2216.64 0.33 0.34

1.0 554.16 0.67 0.67

2.0 138.54 1.33 1.34

3.0 61.57 2.00 2.01

4.0 34.63 2.66 2.68

5.0 22.17 3.33 3.35

6.0 15.39 3.99 4.02

7.0 11.31 4.66 4.69

8.0 8.66 5.32 5.36

Beam Angle: H36.8 V37.1  Field Angle: H72.6 V72.3

Dh

Dv

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Zonal Lumen
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]

0.0-0.5 552.9 0.1 0.1 0.04 0.04

0.5-1.0 551.5 0.4 0.5 0.13 0.17

1.0-1.5 550.6 0.7 1.2 0.22 0.39

1.5-2.0 548.6 0.9 2.1 0.30 0.70

2.0-2.5 545.6 1.2 3.3 0.39 1.08

2.5-3.0 542.4 1.4 4.7 0.47 1.56

3.0-3.5 538.8 1.7 6.4 0.55 2.11

3.5-4.0 534.3 1.9 8.3 0.63 2.74

4.0-4.5 529.4 2.2 10.4 0.71 3.45

4.5-5.0 523.5 2.4 12.8 0.79 4.24

5.0-5.5 517.9 2.6 15.4 0.86 5.10

5.5-6.0 512.4 2.8 18.2 0.93 6.03

6.0-6.5 505.1 3.0 21.3 1.00 7.03

6.5-7.0 497.9 3.2 24.5 1.06 8.09

7.0-7.5 490.3 3.4 27.9 1.12 9.21

7.5-8.0 482.3 3.6 31.4 1.18 10.39

8.0-8.5 474.0 3.7 35.2 1.23 11.62

8.5-9.0 465.5 3.9 39.0 1.28 12.91

9.0-9.5 456.7 4.0 43.1 1.33 14.24

9.5-10.0 447.6 4.2 47.2 1.37 15.61

10.0-10.5 438.8 4.3 51.5 1.42 17.03

10.5-11.0 429.7 4.4 55.9 1.45 18.48

11.0-11.5 420.3 4.5 60.4 1.49 19.97

11.5-12.0 410.3 4.6 65.0 1.51 21.48

12.0-12.5 400.4 4.7 69.6 1.54 23.02

12.5-13.0 391.0 4.7 74.4 1.56 24.59

13.0-13.5 381.5 4.8 79.2 1.59 26.17

13.5-14.0 371.7 4.8 84.0 1.60 27.77

14.0-14.5 361.9 4.9 88.9 1.62 29.39

14.5-15.0 351.9 4.9 93.8 1.62 31.01

15.0-15.5 342.0 4.9 98.7 1.63 32.64

15.5-16.0 332.2 4.9 103.7 1.63 34.28

16.0-16.5 322.3 4.9 108.6 1.63 35.91

16.5-17.0 312.6 4.9 113.6 1.63 37.55

17.0-17.5 302.9 4.9 118.5 1.63 39.18

17.5-18.0 293.3 4.9 123.4 1.62 40.80

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Zonal Lumen (Continue 1) 
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]

18.0-18.5 283.9 4.9 128.3 1.61 42.41

18.5-19.0 274.5 4.8 133.1 1.60 44.01

19.0-19.5 265.1 4.8 137.9 1.58 45.59

19.5-20.0 255.8 4.7 142.6 1.57 47.16

20.0-20.5 246.7 4.7 147.3 1.55 48.71

20.5-21.0 237.6 4.6 151.9 1.53 50.24

21.0-21.5 228.7 4.5 156.5 1.50 51.74

21.5-22.0 220.0 4.5 160.9 1.48 53.22

22.0-22.5 211.6 4.4 165.3 1.45 54.67

22.5-23.0 203.3 4.3 169.6 1.43 56.09

23.0-23.5 195.0 4.2 173.9 1.40 57.49

23.5-24.0 187.0 4.1 178.0 1.37 58.86

24.0-24.5 179.2 4.0 182.0 1.33 60.19

24.5-25.0 171.6 3.9 186.0 1.30 61.49

25.0-25.5 164.3 3.8 189.8 1.27 62.76

25.5-26.0 157.1 3.7 193.6 1.24 64.00

26.0-26.5 150.0 3.6 197.2 1.20 65.20

26.5-27.0 143.2 3.5 200.7 1.17 66.37

27.0-27.5 136.6 3.4 204.2 1.13 67.51

27.5-28.0 130.2 3.3 207.5 1.10 68.60

28.0-28.5 124.1 3.2 210.7 1.07 69.67

28.5-29.0 118.4 3.1 213.8 1.03 70.70

29.0-29.5 112.7 3.0 216.8 1.00 71.70

29.5-30.0 107.2 2.9 219.8 0.96 72.66

30.0-30.5 101.9 2.8 222.6 0.93 73.59

30.5-31.0 96.9 2.7 225.3 0.90 74.49

31.0-31.5 92.3 2.6 227.9 0.87 75.36

31.5-32.0 87.7 2.5 230.4 0.84 76.20

32.0-32.5 83.4 2.4 232.9 0.81 77.00

32.5-33.0 79.2 2.3 235.2 0.78 77.78

33.0-33.5 75.2 2.3 237.5 0.75 78.53

33.5-34.0 71.5 2.2 239.7 0.72 79.25

34.0-34.5 67.9 2.1 241.8 0.69 79.94

34.5-35.0 64.6 2.0 243.8 0.67 80.61

35.0-35.5 61.5 1.9 245.7 0.64 81.25

35.5-36.0 58.5 1.9 247.6 0.62 81.87

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Zonal Lumen (Continue 2) 
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]

36.0-36.5 55.8 1.8 249.4 0.60 82.47

36.5-37.0 53.2 1.7 251.2 0.58 83.05

37.0-37.5 50.7 1.7 252.8 0.56 83.61

37.5-38.0 48.3 1.6 254.5 0.54 84.14

38.0-38.5 46.1 1.6 256.0 0.52 84.66

38.5-39.0 43.9 1.5 257.5 0.50 85.16

39.0-39.5 41.9 1.5 259.0 0.48 85.64

39.5-40.0 40.0 1.4 260.4 0.46 86.10

40.0-40.5 38.2 1.4 261.7 0.45 86.55

40.5-41.0 36.5 1.3 263.1 0.43 86.98

41.0-41.5 34.8 1.3 264.3 0.42 87.40

41.5-42.0 33.4 1.2 265.5 0.40 87.80

42.0-42.5 32.0 1.2 266.7 0.39 88.19

42.5-43.0 30.6 1.1 267.8 0.38 88.57

43.0-43.5 29.3 1.1 268.9 0.36 88.93

43.5-44.0 28.0 1.1 270.0 0.35 89.28

44.0-44.5 26.9 1.0 271.0 0.34 89.62

44.5-45.0 25.8 1.0 272.0 0.33 89.95

45.0-45.5 24.7 1.0 273.0 0.32 90.27

45.5-46.0 23.7 0.9 273.9 0.31 90.58

46.0-46.5 22.8 0.9 274.8 0.30 90.87

46.5-47.0 21.9 0.9 275.7 0.29 91.16

47.0-47.5 21.1 0.8 276.6 0.28 91.44

47.5-48.0 20.3 0.8 277.4 0.27 91.72

48.0-48.5 19.6 0.8 278.2 0.26 91.98

48.5-49.0 18.9 0.8 279.0 0.26 92.24

49.0-49.5 18.2 0.8 279.7 0.25 92.49

49.5-50.0 17.6 0.7 280.4 0.24 92.73

50.0-50.5 17.0 0.7 281.2 0.24 92.97

50.5-51.0 16.4 0.7 281.9 0.23 93.20

51.0-51.5 15.8 0.7 282.5 0.22 93.42

51.5-52.0 15.3 0.7 283.2 0.22 93.64

52.0-52.5 14.8 0.6 283.8 0.21 93.85

52.5-53.0 14.3 0.6 284.5 0.21 94.06

53.0-53.5 13.9 0.6 285.1 0.20 94.26

53.5-54.0 13.4 0.6 285.7 0.20 94.46

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Zonal Lumen (Continue 3) 
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]

54.0-54.5 13.0 0.6 286.2 0.19 94.65

54.5-55.0 12.6 0.6 286.8 0.19 94.84

55.0-55.5 12.2 0.6 287.4 0.18 95.02

55.5-56.0 11.9 0.5 287.9 0.18 95.20

56.0-56.5 11.5 0.5 288.4 0.17 95.37

56.5-57.0 11.2 0.5 288.9 0.17 95.54

57.0-57.5 10.8 0.5 289.4 0.17 95.71

57.5-58.0 10.5 0.5 289.9 0.16 95.87

58.0-58.5 10.2 0.5 290.4 0.16 96.02

58.5-59.0 9.9 0.5 290.9 0.15 96.18

59.0-59.5 9.6 0.5 291.3 0.15 96.33

59.5-60.0 9.3 0.4 291.8 0.15 96.47

60.0-60.5 9.1 0.4 292.2 0.14 96.62

60.5-61.0 8.8 0.4 292.6 0.14 96.76

61.0-61.5 8.6 0.4 293.0 0.14 96.89

61.5-62.0 8.4 0.4 293.4 0.13 97.03

62.0-62.5 8.1 0.4 293.8 0.13 97.16

62.5-63.0 7.9 0.4 294.2 0.13 97.28

63.0-63.5 7.7 0.4 294.6 0.12 97.41

63.5-64.0 7.5 0.4 295.0 0.12 97.53

64.0-64.5 7.2 0.4 295.3 0.12 97.65

64.5-65.0 7.0 0.3 295.7 0.12 97.76

65.0-65.5 6.8 0.3 296.0 0.11 97.87

65.5-66.0 6.6 0.3 296.3 0.11 97.98

66.0-66.5 6.4 0.3 296.7 0.11 98.09

66.5-67.0 6.2 0.3 297.0 0.10 98.19

67.0-67.5 6.0 0.3 297.3 0.10 98.30

67.5-68.0 5.8 0.3 297.6 0.10 98.39

68.0-68.5 5.7 0.3 297.9 0.10 98.49

68.5-69.0 5.5 0.3 298.1 0.09 98.58

69.0-69.5 5.3 0.3 298.4 0.09 98.67

69.5-70.0 5.1 0.3 298.7 0.09 98.76

70.0-70.5 4.9 0.3 298.9 0.08 98.84

70.5-71.0 4.7 0.2 299.2 0.08 98.92

71.0-71.5 4.5 0.2 299.4 0.08 99.00

71.5-72.0 4.3 0.2 299.6 0.07 99.07

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Zonal Lumen (Continue 4) 
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]

Test Lab: Test Device: GPM-1200A
Test Type: TYPE C Distance: 1.000 m
Temperature: Humidity: 
Operator: Inspector: 




