
ORDERING CODE:
490116

SPECIFICATIONS
HOUSING: 
Cast aluminum.
FINISH: 
Architectural bronze. Custom powder coated colors available.
LENS: 
Clear polycarbonate.
SOCKET/LAMP HOLDER: 
One fixed ceramic bi-pin socket in stem accepts bi-pin lamps with G4  
or GY6.35 bases.
LAMP TYPE: 
12V bi-pin. LED recommended. Halogen 35W maximum or 6W LED 
maximum. 
MOUNTING: 
1/2" NPT. Heavy-duty composite stake included.
WIRING: 
Pre-wired with 5' pigtail of 18/2 cable.
WARRANTY: 
Five years. 

DIMENSIONS:

BRISTOL LED Bi-Pin 
Path Light Fixture

SPECIFICATION SHEET
Type: _____________________________

Model: _____________________________ 

1”
25 mm

8.5”
215 mm

22”
559 mm
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SPECIFICATION SHEET Page 2 
BRISTOL LED Path Light Fixture

FIXTURE ORDERING INFORMATION 
To order a lamped fixture with mounting options, select the appropriate choice from each 
column as in the following example: 

490116-4W-E-2700K-MS-AR6

LED LAMP SPECIFICATIONS 

LAMP TYPE: 
Dauer encapsulated bi-pin with 5-year warranty. 

COLOR TEMPERATURES: 
2700K or 3000K. Decorative colors include amber, blue, green and red.
Wildlife approved, amber and red.

FIXTURE LAMP MOUNTING RISERS

490116 WATTAGE TYPE COLOR TEMP. MS Composite stake (incl.) 490034
ATM Aluminum Tapered Surface 
Mount - 490187

AR6 6-Inch Aluminum Riser - 
490181

AR12 12-Inch Aluminum Riser 
490182
AR24 24-Inch Aluminum Riser 
490183

2W E Encapsulated bi-pin 2700K / 3000K 

3W 25° / 40°/ 60° 2700K / 3000K 

4W 25° / 40°/ 60°/100° 2700K / 3000K

5W
15° / 25° / 40° / 60°/100° 2700K / 3000K

25° Amber / Blue / Green / Red 

5W 38° Purple

6W 25° / 40° / 60° 2700K / 3000K

7W 15˚ / 30˚ / 45° / 60 /120° 2700K / 3000K

WATTAGE TYPE COLOR TEMP.

2W E    Encapsulated bi-pin 2700K / 3000K 

3W E    Encapsulated bi-pin 2700K / 3000K

3.3W S     SMD bi-pin Amber / Blue / Green / Red 

4W E    Encapsulated bi-pin 2700K / 3000K

4W E    Encapsulated bi-pin Amber

4W E    Encapsulated bi-pin 2700K-HO / 3000K-HO

HQ: 10505 NW 112 Ave, Suite 18 | Miami, FL 33178 | Plant: 1430 Gould Blvd., Suite 3, La Vergne, TN 37086 | 888.DAUER.LED DauerManufacturing.com


